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Project  Highlights  

¶ Total Sprayed Area : 500 m2  

¶ Installation Time : 4 days  

¶ Sprayed Thickness : 40mm  

¶ Noise Reduction Coeff : NRC 0.95  

¶ Thermal Rating : R 1.1  m2  °K/W  

¶ Roof Assembly Rw: 42  

¶ Rain Noise Attenuation: > 17dB(A)  

¶ Fire Test to AS 3837 : GROUP 1  

¶ Fire Test to BS 476   : CLASS 1  

Ask Us About ENVIROSPRAY 300  
Contact Gavin Biggs at Therian  

T: 1800 251 766  

E: info@therian.com.au  

www.therian.com.au  

 

Or Yanick Pierce at Enviro Acoustics  

T: 1800 800 569  

E: envirospray@gmail.com  

www.envirospray300.com.au   

Noise Control made easy ! 

¶ Do you have issues with dog barking noise?   

¶ Are you receiving neighbour complaints or council complaints? 

¶ Are your employees suffering from dog noise? 

 

If the answer is yes to any of the above questions, then you should consider 

ENVIROSPRAY 300 for your facility.  Through a Partnership with Enviro Acoustics, 

Therian now offers clients ENVIROSPRAY 300 reverberation and transmission loss 

barrier product. 

 

A highly sound absorptive and elastic coating, ENVIROSPRAY 300 can be directly spray 

applied up to 150mm thick to a range of surfaces, such as metal, concrete, timber or 

plasterboard. ENVIROSPRAY 300 is a proven superior acoustic coating that has no 

joints and has a carpet like textured visual finish.  Available in two factory colours ð 

òSteel Greyó and òOff Whiteó. ENVIROSPRAY 300 may be site-dyed to suit any 

architectural preference. 

 

In a dog kennel facility, ENVIROSPRAY 300 was used as a Spray On exposed absorber 

to reduce the ambient noise levels by up to 15db(A). The outcome was outstanding, 

and the dog handlers now had a safe and comfortable working environment. A curious 

secondary outcome was that as a consequence of the lowered ambient noise levels, 

the dogs were less excitable and barked less ð thus adding to the calming effect. A 

quiet Catch-22 situation in reverse! 
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